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BEAMHIT introduces the Machine Gun Training System (MGTS)  
to its family of advanced training targets. The MGTS is a replica 
of the exact 10 meter qualification target used in the U.S. armed 
forces. The system allows the user to meet their training objec-
tives by obtaining an accurate initial burst, traverse and search 
with the machine gun. The MGTS gives shooters the ability to 
observe, adjust fire and operate with speed. The software is a 
valuable asset to unit trainers, giving them the tools to observe 
the shots in real time and saving shot sessions for later review 
with the trainee.

T R A I N I N G  T A S K S  S U P P O R T E D

Task 1: Zero bipod
Task 2: Controlled-burst firing bipod fixed
Task 3: Controlled-burst firing bipod fixed
Task 4: Controlled-burst firing bipod fixed
Task 5: Zero bipod
Task 6: Controlled-burst firing bipod fixed
Task 7: Traverse and search fire
Task 8: Traverse and search fire

Q U A L I F I C A T I O N  T A S K S  S U P P O R T E D

Task 9: Search and traverse fire qualification
Task 10: Search and fire qualification

S Y S T E M  S P E C I F I C A T I O N S

MACHINE GUN TRAINING SYSTEM CASE
Dimensions (LxWxH): 18 x 8 x 24 in.
Weight: 28 lb.
External power supply: 220v/50hz

M P - 4 0 0  L A S E R  T R A N S M I T T E R :
Beam shape: Dot
Laser beam peak power output: 2.5 MILLIWATT
Wavelength: 650 nm
Class: IIIA
Beam divergence: 1.0 mRad - 0.4 in (10 mm)
laser spot diameter at 33 ft. (10 Meters)
Power supply: 1.5 Volt (AA battery)
Precise zero in windage & elevation
adjustment: Travel +/-1 degree
Dimensions (LxWxH): 3.2 x 1.8 x 1.0 in.
Weight: 0.4 lb.
Eye safety: Comply with eye-safety standards:
American ANSI - Z - 136.1, 
N.A.T.0 STANAG No. 3606
Number of shots: 100,000 +

Cleared by OSR for Public Release under 06-S-1272 on July 20, 2006. Specifications subject to change without notice. Call for latest revision.   
All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.

M A C H I N E  G U N  T R A I N I N G  S Y S T E M

L a s e r  M a r k s m a n s h i p  T r a i n i n g  S y s t e m

S Y S T E M  C O M P O N E N T S 

(Each Machine Gun Training System includes
the following components, as well as the
necessary software and cables)

MGTS CASE (Open position supported by lid)

MP-400 external laser with barrel bracket
(M-249,M-240 brackets)
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